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CHAIN TYPE PIPE CUTTING MACHINE

made
in
Germany

PNEUMATIC

HYDRAULIC

Portable chain mounted pipe cutter

Range:           
Materials: 

     	        

300 - 1.600 mm OD
Stainless Steel, Steel, 
Concrete, Cast Iron, Clay, 
PVC, Ductile Pipes, Plastics

•	 Fast Setup within 10 minutes
•	 High Cutting Speed
•	 Durable blades for high performance
•	 Underwater use
•	 Single operator work

Safe - Easy - Fast

CPC
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CONCEPT CHAIN TYPE PIPE CUTTING MACHINE

Cover

Pneumatic or hydraulic 
drive unit

Water connection

Tool holder Air or hydraulic connection 
with sensor block

Adjustment for the cutting 
depth
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TECHNICAL SPECIFICATION DRIVE UNIT

CPC (2 GEARS)
PNEUMATIC - CHAIN TYPE PIPE CUTTING MACHINE
This pneumatic pipe cutting machine is the perfect tool for pipe cutting 

and beveling of different material, for example:
Ductile iron Concrete Cement Clay

Plastics PE PVC GFK

CPC (1 GEAR)
PNEUMATIC - CHAIN TYPE PIPE CUTTING MACHINE 
This powerful pneumatic pipe cutting machine with high torque is the 

perfect tool for cutting steel pipes and can be used for:
Steel Stainless steel

Power Air 
cons.

Air 
 pressure Gears

Free 
Speed at 

gear 1

Free 
Speed at 

gear 2
Height

Air 
connec-

tion

Noise 
level

Vibration 
Level Weight

kW m/min bar (g) rpm rpm mm dB(A) m/s2 kg

1,80 2,20 6,0 2 1.800 350 250 R 1/2“ 98 <2,5 13,0

Power Air
cons.

Air 
 pressure Gears Free 

speed Height Air
connection

Noise 
level

Vibration
level Weight ATEX Gui-

deline

kW m/min bar (g) rpm mm dB(A) m/s2 kg 94/9EC

2,40 2,20 6,0 1 1.800 250 R 3/4“ 98 <2,5 12,5 II2GcT6

CPC (2 GEARS)
HYDRAULIC - CHAIN TYPE PIPE CUTTING MACHINE
This powerful hydraulic pipe cutting machine is perfect for cutting and 

beveling of most different materials, for example:

GFK Ductile Iron Concrete Cement

Clay Plastics PE PVC

Power Hydraulic 
Oil flow

Hydraulic 
pressure Gears Speed at 

gear 1
Speed at 

gear 2 Height Connec-
tion

Noise 
level

Vibration 
Level Weight

kW ltr/min bar (g) rpm rpm mm dB(A) m/s2 kg

2,80 15 - 50 90 - 140 2 1.800 350 250 1/2“ BSP 98 <2,5 13,0

PNEUMATIC

PNEUMATIC

HYDRAULIC

Stainless steel

Steel

ATEX
94/9 EG

ATEX
94/9 EG

ATEX
94/9 EG
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HOW TO SELECT THE PERFECT PIPE CUTTER
FOR YOUR APPLICATION

To reduce investment of chain type pipe cutter specify your individual application and 
we-custom-assemble your pipe cutting machine with the required accessories.

CHOOSE THE BEST DRIVE UNIT

•	 2 - gear pneumatic pipe cutter:
•	 Materials: ductile, cement, concrete, PVC, plastics, PE, cast iron
•	 Max. wall-thickness: 30 mm
•	 Application: cutting and beveling

•	 1 - gear pneumatic pipe cutter:
•	 Materials: steel, stainless steel
•	 Max. wall-thickness: 5 - 15 mm (steel)
•	 			         5 - 10 mm (stainless steel)
•	 Application: cutting

•	 2 - gear hydraulic pipe cutter:
•	 Materials: ductile, cement, concrete, PVC, plastics, PE, cast iron, steel, stainless steel
•	 Max. wall-thickness: 20 mm steel
•	 			         12 mm stainless steel
•	 Application: cutting (all materials) 
•	 	               beveling ( not steel and stainless steel)

2 - gear pneumatic pipe cutter 1 - gear pneumatic pipe cutter 2 - gear hydraulic pipe cutter
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Pipe diameter 
(mm) Carriage guide Chain tensioner Tensioning chain Drive unit Guide chain

300 - 400 1 x Carriage guide small 1 x Chain tensioner 
small - 1 x drive unit 1 x Chain connector 

and chain 300-400

400 - 800 1 x Carriage guide large
1 x Carriage guide small

1 x Chain tensioner 
large

1 x Tensioning chain, 
length 950 mm

1 x drive unit
1 x Chain connector 
and chain 400-800

600 - 1000 2 x Carriage guide large
2 x Chain tensioner 

large
- 1 x drive unit

1 x Chain connector 
and chain 600-1000

400 - 1400 1 x Carriage guide small
2 x Carriage guide large

2x Chain tensioner 
large

1 x Tensioning chain, 
length 950 mm

1 x drive unit
1 x Chain connector 
and chain 400-1400

400 - 1600 2 x Carriage guide small
2 x Carriage guide large

2x Chain tensioner 
large

2 x Tensioning chain, 
length 950 mm

1 x drive unit
1 x Chain connector 
and chain 400-1600

CHOOSE COMPONENTS OF CHAIN
The components listed hereunder are required depending on the pipe diameter.

COMPONENTS OF CHAIN PIPE CUTTING

Example: 
Application with large carriage guide

Chain tensioner

Carriage guide

Tensioning chain

Chain connector

Guide chain
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CHOOSE THE BEST CUTTING BLADE DEPENDING ON MATERIAL
The cutting blade has to match the pipe material. It must be carefully selected by the operator.

Material Carbid tipped blade Diamond blade

Steel Pipes ü

Copper Pipes ü

Aluminium Pipes ü

Stainless Steel Pipes ü

Cast Iron Pipes ü

Ductile Pipes ü

Graphite Pipes ü

Plastics Pipes ü

PE Pipes ü

PE Pipes ü

PVC Pipes ü

Clay Pipes ü

Concrete ü

Cement ü

DURABLE BLADES FOR HIGH PERFORMANCE

Hydraulic unit DHP18E
•	 11 kW electric motor
•	 Output 10-50 l.p.m. / max. 105 bar
•	 Weight 128 kg (empty)
•	 Dimension: 80,5 x 62,5 x 69,5 cm
•	 Check value for peak back pressure
•	 Including remote control with 20 m cable
•	 ON-OFF valve for easy change of tool 
•	 EXTREMELY easy to service - direct access to ALL parts 
•	 Built strong – few wearing parts – all run in oil very cost-saving 
•	 Very strong steel frame, compact design

Additional accessories
•	 Portable maintenance unit
•	 Multi-Oil Spray
•	 Tool Set
•	 Water tank 10 l
•	 Metall carrying case with trays

CHOOSE ACCESSORIES
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APPLICATIONS OF PIPE CUTTER

Components

Part No. Description

091505408 CPC carriage guide large

091505409 CPC carriage guide small

091505410 CPC chain tensior large

091505411 CPC chain tensior small

091505412 CPC tensioning chain

091505413 CPC guide chain with chain connector (300-400 mm)

091505414 CPC guide chain with chain connector (400-800 mm)

091505415 CPC guide chain with chain connector (600-1000 mm)

091505416 CPC guide chain with chain connector (400-1400 mm)

091505451 CPC guide chain with chain connector (400-1600 mm)

Drive units

091505417 CPC drive unit pneumatic direct (ATEX) 2,4 kW

091505418 CPC 2-geared drive unit pneumatic (ATEX) 1,8 kW

091505419 CPC 2-geared drive unit hydraulic (ATEX) 2,8 kW

PART NO. OVERVIEW
Accessories

Part No. Description

091500508 portable maintenance unit 

091505420 Tool set

091505421 Water tank 10 ltr.

091505422 Metall box with trays

091500510 Multi oil spray

091505423 Enlargement link, length 57 mm

091505452 Hose 10 mtr

Bevel and cutting blades

091505424 Carbide tipped blade, 180 mm

091505425 Diamond blade, 180 mm

091505426 Beveling blade 45° (for 22,5° pipe beveling)

091505427 Beveling blade 60° (for 30° pipe beveling)

091505428 Beveling blade 90° (for 45° pipe beveling)

APPLICATIONS

Cutting steel pipe Cutting steel pipe with outside 
plastic coating and cement inside
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MORE PRODUCTS
for production, maintenance and repair

PIPE STAND

CRICKET PIPE 
TRANSPORT

PIPE CHAIN CLAMPS

CONTACT

The information in this brochure are in commercial dealings no basis for warranty claims or contractual agreements concerning the described products, except, it is expressly purchase taken on the desciptions given 
here. Any such warranties or other items or conditions of sale of products shall be in accordance with DWT standard terms and conditions of sale for such products, which are available upon request. Product impro-
vement is a continuing goal at DWT. Designs and specifications are subject to change without notice or obligation.

Head office: Sales & Service 
office:

DWT GmbH

Wilhelm-Tenhagen-Str. 5
46240 Bottrop
Tel: +49(0)2041-77144-0
Fax: +49(0)2041-77144-99
eMail: info@dwt-gmbh.de

The DWT GmbHs head office is 
in the industrial heart of Germany. 
With the trademark DWT Babcock 
machines for pipe beveling are 
produced by a competent team 
and are delivered in the whole 
world.

DWT India
DWT Malaysia
DWT France
DWT Russia
DWT Middle East
DWT US


